
DROMEX HARD HATS 
Made in South Africa 

Description

The Dromex® lightweight, polypropylene copolymer hard hat with retractable ventilation 
holes provides the head with protection against falling objects and impact, whilst designed 
to ensure maximum visibility, sturdiness and wearer comfort.

This innovative hard hat features the following:
     • Has an increased vertical clearance for optimum shock absorption along with the crown-
       cooling vents for increased air �ow, ideal when working in hot atmospheres.
     • A protective peak and extended nape for extra impact protection to the user’s neck and    
       face.
     • A simplistic and adjustable ratchet type adjustment liner ergonomically designed for   
       ease of use and grip, with reduced turning e�ort, especially when wearing gloves. 
       This liner adjuster also folds into the helmet when not in use.
     • A webbed polyester chin strap, with detachable clamps and adjustable polyamide slider 
       buckle that �ts onto 6 attachment points on the suspension.
     • Has ventilated slots which can be opened/closed with the help of a shutter to prevent 
       any rain water seepage.
     • A unique rain management system which e�ectively manages the rain to reduce the 
       �ow of water down the neck.
     • Side slots for �tment with face and hearing protective equipment.
     • An eight-point attachment cradle within the shell which has a unique angular placement 
       to provide optimum shock absorption.
     • A breathable polyurethane dermatologically tested, anti-allergic, skin friendly sweat 
       absorbing head band and forehead comfort pad that does not stain the skin.
     • An optional cap lamp mounting bracket with cord holder.
     • Available in a range of colours which are stabilized against ultra violet degradation 
       through appropriate UV stabilizers.

This hard hat is suitable for use in construction, warehousing, surface mining, utitilies - 
general working at heights, petrochemical, forestry, road construction and in all other 
industries where there is a risk of being injured from falling objects or when working in areas 
of restricted head space. 

Special Instructions

None of the materials or processes used in the manufacture of these products are known to 
be harmful to the wearer. 
The information contained herein is intended to assist the wearer in the selection of 
personal protective equipment. 
Never interchange suspension systems as non-matching harnesses are not tested with the 
helmet and results in limited/reduced head and impact protection whereby possible injuries 
can arise.

Actual conditions of use cannot be directly simulated in a test environment therefore it is the 
responsibility of the end user and not the manufacturer or supplier to determine the 
industrial helmet suitability for the intended use.

All industrial helmets should be thoroughly inspected before use to ensure no damage is 
present.

Compliancy & Conformity

     • Complies with the requirements of SANS 1397:2003, Industrial Safety Helmets 
     • Certi�ed to EN 397:2012+A1:2012, Industrial Safety Helmets
        Vital test compliance:                 Shock Absorption 
                                                   Resistance to penetration 
                                                   Flame resistance
                                                   Chinstrap anchorage
                                                   Climate Conditions (optional)
                                                   Electrical Isolation tested at 2000V (optional)

     • MASC 20-8361 approved, Mining and Surface Certi�ed as per 2015/021934/07
     • CE approved

Sizes Available

Standard shell that is fully adjustable to �t head sizes between 54cm (centimetres) – 61cm.

Specifications

Style:       Locally produced type 1, vented industrial cap with 
       UV (Ultraviolet), inhibitor protector and 2-point adjustable strap 
Material Shell:        Polypropylene Copolymer
Material Cradle:       Low density Polyethylene (LDPE)
Material Lamp Bracket 
and Cord (optional):                  Nylon Composite with a plastic screw rivet
Weight:                   410 gms ± 10 gms
Metal parts:             No
Colours available:

Packaging, Storage & Obsolescence

     • Individually packed in polybags, sold as 12 helmets. 
     • Storage guidelines is as follows:
       Shelf Life: 5 years from the date of manufacture when in storage and stored away from 
       sunlight and high temperatures, stored in a cool dry environment in its original 
       packaging and no weight placed on shell).
       Work life: 3 years from date of �rst use (If the date of �rst issue cannot be determined 
       then date of manufacture must be used).The lifespan greatly depends upon the 
       conditions of usage of the product.
     • Do not store gloves, cigarettes, earplugs etc, between the suspension and helmet shell 
       as objects in this space can transmit large forces to  the head and neck resulting in 
       serious injury or possible death. 
     • The above are recommendations for storage, however the user must visibly inspect 
       helmet daily prior and post use examining the shell and suspension for any damage.
     • If there is visible cracks and damage, replace immediately and upon incident whereby 
       the helmet has protected the user in the event of penetration and impact (object 
       physically falling or denting).

Care & Maintenance

Remove the hard hat suspension system prior to washing.
Use a mild soap solution and warm water when cleaning the helmet. 
Wipe dry with a soft clean cloth and allow to air dry at room temperature.
The inner lining should be washed by hand in cold water. 
Never use harsh chemicals or solvents to clean your hard hat.
Do not use paint, solvents or hydrocarbon-type cleaners (MEK, thinners, gasoline, kerosene) 
on this helmet as these substances may cause unnoticeable damage.

Disposal

All industrial waste should be disposed of correctly according to local regulations and good 
disposal practice. Industrial helmet devices should be disposed of considering the 
hazardous substances they were used for. 
Please consider recycling.
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cord holder
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          Part number       Part number (+ Bracket)                        Shell Colour
            DH-HH-W                   DH-HHCL-W                                          WHITE
             DH-HH-B                   DH-HHCL-B                                             BLUE
            DH-HH-RD                  DH-HHCL-RD                                             RED
             DH-HH-G                   DH-HHCL-G                                           GREEN
             DH-HH-Y                    DH-HHCL-Y                                           YELLOW
            DH-HH-OR                  DH-HHCL-OR                                        ORANGE
            DH-HH-GY                 DH-HHCL-GY                                            GREY
            DH-HH-DB                            N/A                                               DARK BLUE
           DH-HH-PNK                 DH-HHCL-PNK                                           PINK
           DH-HH-BLK                          N/A                                                    BLACK
           DH-HH-BRN                            N/A                                                   BROWN

BRN
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BLK

PINK BROWNBLACK

Markings

Emboss Position: Protective peak (Inside)

SANS(EN) 1397:2003
MASC 20-8361

EN397:2012+A1:2012

Shelblast - Safety Helmet

Made in South Africa

MFG: (MM/YY):

ITEM: PN542 (SIZE: 54-61CM)

GME KARAM PN542 HH 2021-04-21

• For adequate protection, this Helmet must fit or be adjusted to the size of the user’s head.
• The Helmet is made to absorb the energy of a blow by partial destruction of its component parts and even though damage may
   may be readily apparent, any helmet subjected to severe impact should be replaced.
• To maintain full efficiency, there should be no alteration to the structure or its component parts.
• Do not apply paint, solvents, adhesives or self-adhesives labels, except in accordance with instructions from the helmet.
Manufactured By: KARAM AFRICA (PTY) LTD
UNIT 18 CANTON PARK, R102 SHASASHEAD
IMBONINI, UMHALI, KWA-ZULU NATAL, 4420, SOUTH AFRICA
TEL NUMBER: +27 32 940 0993

Sticker Position: Centre back (Inside)
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Latest update: 09/05/2025Disclaimer
Dromex reserves the right to make changes without further notice to any products herein to improve function, design or reliability 
and validity. Dromex does not assume any liability arising out of the application or use of any product described herein. 
Reproduction in whole or in part is prohibited without the prior written consent of the copyright owner.

Dromex: Cornubia Ridge Logistics Park, 30 Umganu Road,
Flanders, Blackburn, Durban, South Africa, 4319

T. +27(31) 713 1960   E. info@dromex.co.za   www.dromex.co.za

1.Shelf life: 5 years from date of manufacturing
2.Work life: 3 years from date of first use.

(If the date of first issue cannot be determined
then the date of manufacture must be used)


